
B
P

W
 O

ri
g

in
al

 s
p

ar
e

 p
a

rt
s

M
ec

h
. 

su
sp

en
si

o
n

s 
V

B

BPW BERGISCHE ACHSEN

BPW ORIGINAL SPARE PARTS

VB
VBT

BPW Original spare parts

Mechanical suspensions series VB / VBT 
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Valid: 11..55..22000055

This spare parts list shows fast moving 
parts for BPW suspensions sseerriieess  VVBB  //  VVBBTT.

For further spare parts see BPW spare parts catalogue and / or spare
parts lists of the corresponding single axles without bogie 
parts.

-parts are embossed with BPW Code no.

Subject to change (without notice).
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Explanation of BPW suspension type codes (extract)
Example:

HH SS FF HH VVBB UU LLLL 33  // 99001100 //1122°° KK EECCOO

TTrraaiilleerr  aaxxllee BBrraakkee TTyyrree  ssiizzee

HH H.. SN 420 20” - 24”

KK K.. SN 360 19.5”

NN N.. SN 300 15” (12”-17.5”)

aa..oo.. Further axle types see BPW type designations

BB For single wheels, wheels with offset

SS For single wheels, wheels without offset

ZZ For twin wheels

II Wheel spiders for TRILEX wheel rims, single wheels

IIZZ Wheel spiders for TRILEX wheel rims, twin wheels

FF Wheel studs M 22 x 1.5 without wheel nuts, 
order wheel nuts for stud or spigot alignment separately

MM For spigot alignment

HH For hanging boosters

VVBB  --  SSuussppeennssiioonn  sseerriieess

VVBB VVBB Mechanical suspension series VB,
leaf springs above the axle

VVBBTT VVBBTT Mechanical suspension series VBT,
leaf springs below the axle

UU With U-stabilizer

QQ With rectangular section stabilizer

LL With steering axle, series L steering angle max. 40°

LLLL With self-steering axle, series LL steering angle max. 20°

LLSS With self-steering axle, series LS steering angle max. 20°

-- Single axle

22  // Tandem axle suspension

33  // Tri-axle suspension

66000066
to

2200001100

Axle load (kg) + quantity of wheel studs per hub

//1122°°
to

//4400°°

Steering angle of steering axle

BB Version index B Reinforced

BBEE BE Reinforced /
Equalizer bearing with bronze bushes

CC C Open hanger bracket with 
screwed on sliders

EE E Equalizer bearing with bronze bushes

HHDD HD Heavy duty execution (since 1999)

HHDDEE HDE Heavy duty execution (since 1999)
Equalizer bearing with bronze bushes

KK K Weight-optimized version up to 10 t

KKEE KE Equalizer bearing with bronze bushes

KKNN KN Low construction height

LL L Reinforced

LLEE LE Reinforced /
Equalizer bearing with bronze bushes

MM M Reinforced version up to 12 t

MMEE ME Equalizer bearing with bronze bushes

MMNN MN Reinforced, low construction height

EECCOO Single axle with BPW ECO hub system

EECCOO--MMAAXXXX Weight-optimized ECO-axle built as from 1997

EECCOOPPlluuss Weight-optimized axle with BPW ECOPlus hub system

MMAAXXXX Weight-optimized axle with conventional hub bearing system
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Explanation of BPW code numbers (extract)
Example:

3322.. 1144.. 774433.. 000000

11..  ++  22..  ddiiggiitt

2211.. SSiinnggllee  aaxxllee

2288..

3300..

3388..

2222.. TTaannddeemm  aaxxllee  ssuussppeennssiioonn  //  TTrrii--aaxxllee  ssuussppeennssiioonn

3322..

2233.. TTaannddeemm  aaxxllee  ssuussppeennssiioonn  //  TTrrii--aaxxllee  ssuussppeennssiioonn

3322..

3399..

33..  ++  44..  ddiiggiitt

AAxxllee  llooaadd RRoolllleerr  bbeeaarriinnggss HHuubb  bbeeaarriinngg  ssyysstteemm

0066.. 6500 kg 33116 / 32310

Conventional hub bearing system

0088..
0099..

8000 - 9000 kg 33116 / 32310

1100.. 10000 - 12000 kg 33118 / 32313

1144.. 13000 - 14000 kg 32219 / 33215

1166.. 16000 - 18000 kg 32222 / 33214

2200.. 20000 kg 32224 / 32316

3366.. 6500 kg 33116 / 32310

ECO hub bearing system
3388.. 8000 - 9000 kg 33116 / 32310

4400.. 10000 - 12000 kg 33118 / 33213

4444.. 13000 - 14000 kg 32219 / 33215

4488.. 8000 - 9000 kg 33118 / 33213
ECOPlus hub bearing system

5500.. 10000 - 12000 kg 33118 / 33213

6655.. 6400 kg 33215 / 32310 Conventional hub bearing system

55..  --  77..  ddiiggiitt

550011..
to

883399..

DDeessiiggnnaattiioonn  ooff  wwhheeeell  bbrraakkee  iinn  tthhee  ccaassee  ooff  rreeff..  nnuummbbeerr  2200......  --  3399......

For explanation of code number, see EL-HKN / EL-SB / BPW code number designation

88..  --  1100..  ddiiggiitt

000000 CCoonnsseeccuuttiivvee  nnuummbbeerr 000 - 999
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VB single axle series K

VB tandem axle suspension series HD

VB tri-axle suspension series M

VBT Ksingle axle series

VBT Etandem axle suspension series

VBT Mtri-axle suspension series

General

BBPPWW  VVBB  ssuussppeennssiioonn  uunniittss  ffoorr  ttrraaiilleerrss  aanndd
sseemmii--ttrraaiilleerrss..  SSttuurrddyy  lleeaaff  sspprriinnggss  ffoorr  tthhee
mmoosstt  ddeemmaannddiinngg  aapppplliiccaattiioonnss..

Whether on roads or tracks, local or long-
distance - BPW VB leaf-spring suspension
systems can be relied upon one hundred
percent.

They are extremely sturdy, and their tried
and tested design stands up to the harsh-
est challenges.

They are purely mechanical in operation.
As a result they are easy to repair, even 
in circumstances where the infrastructure  
is poor.

With our VB suspension units for trailers
and semitrailers, axle loads of 9 tonnes 
and more are no problem.

LLeeaaff  sspprriinngg  iinnssttaallllaattiioonn

Series VVBB Leaf spring above 
the axle beam

Series VVBBTT Leaf spring below 
the axle beam

Axle location is undertaken by separate 
connecting rods, which are adjustable on 
one side (or both) to enable the tracking 
to be set with ease (see also page 14).

EExxaammppllee

EExxaammppllee
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BBeessttiimmmmuunngg  vvoonn  

MMooddee  ooff  ooppeerraattiioonn

In multi-axle suspension systems, the 
middle connecting pieces have equalising 
beams which can rotate. The spring ends 
which slide in the equalising beam 
mountings combine to produce static axle 
load equalisation (even distribution of axle 
load when stationary and moving). 
The design means that no dynamic axle 
load equalisation is provided (uneven axle 
load distribution when braking).

BPW leaf suspension systems are  
designed to offer self-damping and do 
not need any additional shock absorbers.

BBPPWW  VVBB  ssuussppeennssiioonn  uunniittss  wwiitthh  aannttii--rroollll  bbaarr

BPW VB suspension units can also be 
equipped with one or more U-stabilisers 
when particularly high levels of roll stability 
are called for, e.g. in vehicles with a high 
centre of gravity.

Further information, along with installation and
safety instructions, can be found in our current
workshop manuals.

IImmppoorrttaanntt  ffoorr  aallll  wweellddiinngg  wwoorrkk  !!

The leaf springs, plastic pipings 
and other sensitive parts should be
protected against sparks and weld
splashes during all welding work. 
The earth terminal must under no 
circumstances be attached to the 
leaf spring or hub.
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8

Leaf springs1  

2-layer leaf spring

Multi-leaf leaf spring

3-layer leaf spring

General

BPW VB suspension units are equipped with 
parabolic or multi-leaf springs.

Depending on the version, parabolic springs 
have two or three parabolic rolled spring layers.
The efficient use of material enables them to
combine low weight with a low height.

Multi-leaf springs (trapezoidal springs) contain 
a stack of spring layers with a constant cross-
section and graded lengths to give a trapezoidal
shape.
They are characterised by their robustness and
good default driving properties as well as the
ease of replacing individual spring layers.
The ends of the leaf springs are mounted on 
sliding bearings using spring slides both in the
connecting pieces and in the equalising beams. 
This allows the spring pack to increase in length
without obstruction when the suspension deflects.

As a load-bearing component of the suspension
unit, the leaf spring requires particular attention.
The following instructions should be carefully
adhered to during repair and maintenance work:

Do not work on leaf springs with a 
hammer or any sharp objects.

Do not work on leaf springs with cutters 
or grinders. 
In the event that replacement springs or 
leaves do not fit exactly into the seat of 
the spring pads, the mounting seat must 
always be widened.

Double or triple parabolic springs can only 
be completely replaced.
Individual leaves can be replaced in 
multi-leaf springs.

IImmppoorrttaanntt  ffoorr  aallll  wweellddiinngg  wwoorrkk  !!

The leaf springs, plastic pipings 
and other sensitive parts should be
protected against sparks and weld
splashes during all welding work. 
The earth terminal must under no 
circumstances be attached to the 
leaf spring or hub.
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Leaf springs 1  

9

BBeessttiimmmmuunngg  vvoonn  

BPW Code number
eg. 05.082.05.07.0

DRIVING DIRECTION

Graisse
Grease

Fett

Graisse
Grease

FettThe contact points between the leaf springs
and the retainers or sliders must be well 
greased in order to prevent unnecessary wear
and rattling.

Up to 1996, BPW leaf springs for VB suspen-
sion units were supplied with two hooked ends.

After that the leaf springs were only manu-
factured with one hooked end.

When replacements are needed, we now only
supply leaf springs or spring layers with one
hooked end.

When installed, the hooked end must be fitted
towards the rear (see arrow).

BBPPWW  CCooddee  nnuummbbeerr

The BPW code number of the leaf spring is
stamped into one of the spring layers or into
the spring shackle.
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Leaf springs
WWhheeeell  bbaassee AAxxllee  llooaadd FFiigg.. HH LL BBPPWW  CCooddee  nnoo.. SSpprriinngg  lleeaavveess

22--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

a

b

L

L

H

1360 / 1500 8 t a 54 1170 05.082.03.33.0

1360 / 2050 10 t a 60 1170 05.082.04.08.0

1360 / 2050 10 t b 60 1170 05.082.04.06.0

1360 / 2050 12 t a 64 1170 05.082.04.13.0

33--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

b

a

L

L

H

1140 9 t + 10 t a 63 970 05.082.04.12.1

1310 8 t a 66 1120 05.082.03.62.0

1360 / 2050 8 t a 66 1170 05.082.03.32.0

1360 / 2170 8 t b 66 1190 05.082.03.10.0

1310 9 t a 69 1120 05.082.03.72.0

1360 / 2050 9 t a 72 1170 05.082.03.36.0

1360 / 2050 10 t b 72 1170 05.082.04.30.0

1360 / 2050 10 t a 72 1170 05.082.04.26.0

88--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1360 6.5 t 80 1170 05.082.02.01.0 1.+2. 02.1014.02.00

3. 02.1014.02.01

4. 02.1014.02.02

1500 16 t - 20 t 160 1300 05.082.07.01.0 1. 02.1014.07.00

2. 02.1014.07.01

3. 02.1014.07.02

Further spring leaves upon request.

99--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1500 / 1600 18 t - 20 t 180 1300 05.082.08.07.0 1.+2. 02.1014.08.20

3. upon request

4. upon request

Further spring leaves upon request.

1100--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1310 8 t 100 1120 05.082.03.63.0 1.+2. 02.1014.03.90

3. 02.1014.03.91

4. 02.1014.03.92

Further spring leaves upon request.

10

Leaf springs1.1

No longer available, for further information contact BPW.
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Leaf springs 1.1

Leaf springs
WWhheeeell  bbaassee AAxxllee  llooaadd  FFiigg.. HH LL BBPPWW  CCooddee  nnoo.. SSpprriinngg  lleeaavveess

1111--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1360 8 t 110 1170 05.082.03.03.0 1.+2. 02.1012.03.16

3. 02.1012.03.17

4. 02.1012.03.18

1360 /
1410 /
2050

12 t 132 1170 05.082.04.02.0 1.+2. 02.1014.04.10

3. 02.1014.04.11

4. 02.1014.04.12

Further spring leaves upon request.

1122--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1360 14 t 144 1170 05.082.05.03.0 1.+2. 02.1014.05.22

3. 02.1014.05.23

4. 02.1014.05.24

1500 / 2050 12 t 144 1300 05.082.04.07.0 1.+2. 02.1014.04.42

3. 02.1014.04.43

4. 02.1014.04.44

1410 14 t 144 1230 05.082.05.07.0 1.+2. 02.1014.05.50

3. 02.1014.05.51

4. 02.1014.05.52

Further spring leaves upon request.

1133--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1360 / 2050 9 - 10 t 130 1170 05.082.03.02.0 1.+2. 02.1012.02.00

3. 02.1012.02.01

4. 02.1012.02.02

Further spring leaves upon request.

1144--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L
1360 16 t 168 1170 05.082.06.01.0 1.+2. 02.1012.06.00

3. 02.1012.06.01

4. 02.1012.06.02

1410 16 t 168 1230 05.082.06.03.0 1.+2. 02.1014.06.25

3. 02.1014.06.26

4. 02.1014.06.27

1500 / 2050 14 t 168 1300 05.082.05.01.0 1.+2. 02.1014.05.09

3. 02.1014.05.10

4. 02.1014.05.11

1410 20 t 196 1230 05.082.07.03.0 1.+2. 02.1014.07.08

3. 02.1014.07.09

4. 02.1014.07.10

Further spring leaves upon request.

No longer available, for further information contact BPW.
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Leaf springs1.1

Leaf springs
WWhheeeell  bbaassee AAxxllee  llooaadd  FFiigg.. HH LL BBPPWW  CCooddee  nnoo.. SSpprriinngg  lleeaavveess

1155--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L

H

L

b

a

1140 8 t - 10 t a 120 950 05.082.03.20.1 1.-4. 02.1014.03.51

5. 02.1014.03.52

6. 02.1014.03.53

1500 16 t b 180 1300 05.082.06.02.0 1. 02.1014.06.12

2. 02.1014.06.13

3. 02.1014.06.14

Further spring leaves upon request.

1166--llaayyeerr  lleeaaff  sspprriinnggss  ((IItteemm  11000000))

H

L 1140 8 t 112 950 05.082.03.12.1 1.-4. 02.1012.03.86

5. 02.1012.03.89

6. 02.1012.03.90

Further spring leaves upon request.

Anti-vibration leaves for 2- and 3-layer leaf springs

1008

IItteemm DDeessiiggnnaattiioonn  DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

1008 Plate (WB 1310) 90 x 5 x 1190 03.281.39.02.0

(WB 1360) 90 x 5 x 1230 03.281.39.01.0

No longer available, for further information contact BPW.
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Spare parts for leaf springs 1.2

Spare parts for leaf springs

1. Spring leaf

Spring leaves,
see pages 10 - 12

2. Spring leaf

3. Spring leaf

Graisse
Grease

Fett

Graisse
Grease

Fett

1012
1013

10161014

1015

1011

1010

M = 163 Nm

M = 66 Nm

H

M 16

L

Ø 24 h13

IItteemm DDeessiiggnnaattiioonn LLeeaaff  sspprriinngg  HH DDiimmeennssiioonn  ((LL)) BBPPWW  CCooddee  nnoo..

1010 Spring screw 54 / 60 M 16 x 75 03.341.02.14.0

63 / 64 M 16 x 80 03.341.02.18.0

66 M 16 x 85 03.341.02.07.0

69 / 72 M 16 x 90 03.341.02.02.0

80 M 16 x 100 03.341.02.03.0

85 M 16 x 105 03.341.02.17.0

93 M 16 x 110 03.341.02.18.0

95 M 16 x 115 03.341.02.15.0

100 M 16 x 120 03.341.02.30.0

112 M 16 x 130 03.341.02.04.0

116 M 16 x 135 03.341.02.32.0

120 AM 16 x 145 02.5038.53.80

130 M 16 x 150 03.341.02.05.0

140 / 144 M 16 x 165 03.341.02.16.0

160 M 16 x 185 03.341.02.12.0

168 M 16 x 190 03.341.02.25.0

180 M 16 x 200 03.341.02.26.0

196 M 16 x 215 03.341.02.28.0

1011 Hexagon nut M 16 / 934-8 02.5202.20.80

1012 Spring clamp C 100 x 63 02.1017.60.00

C 100 x 93 02.1017.63.00

C 100 x 104 02.1017.61.00

C 100 x 109 02.1017.62.00

C 100 x 121 upon request

C 100 x 125 upon request

C 100 x 133 upon request

1013 Button head rivet 12 x 28 / 124 upon request

1014 Hexagon screw M 12 x 140 / 601 upon request

1015 Hexagon nut M 12 / 934-8 02.5202.16.80

1016 Tube Ø 14 / 18 x 104 upon request
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Axle clampings2  

E C G

FBD

A

±2

±1 ±1

±1 ±1

±2

R ECO

General

BBPPWW  AAxxllee  ccllaammppiinnggss

The axle is connected to the leaf spring using 
the axle connection comprising: spring plates, 
spring pads, segments and U-bolts.

In contrast to BPW air suspension systems
(clamped), only welded axle assembly mountings
are used with VB suspension units.
This means that the spring pads are welded 
to the axle beam.

AAxxllee  aalliiggnnmmeenntt

After repairs have been carried out on the axle
beam, connecting piece, connecting rods etc., 
the axle alignment must be checked and if
necessary corrected.

Determine the diagonal dimensions AA  --   BB and 
AA  --   CC for the centre axle (reference axle) by
means of comparative measurements 
(± 2 mm tolerance).

Check and if necessary correct the wheelbase
dimensions BB  --   DD and CC  --   EE for the front axle,
and BB  --   FF and CC  --   GG for the rear axle 
(max. tolerance 1 mm). 
Measurement is generally carried out by means
of the hub cap centre point (see illustration).

It can also be carried out using screwed-in 
graduated tubes.

Correct any discrepancies by means of the 
adjustable connecting rods.

HHuubb  ccaapp  cceennttrree  ppooiinntt  iinn  tthhee  BBPPWW  llooggoo..

The triangle (   ) in the BPW logo is positioned
centrally if there is an ® or ECO stamped below
the BPW logo (since 1989/1994).
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Axle clampings 2  

BBeessttiimmmmuunngg  vvoonn  

1/
4 

H
H

Weld length

max. ca. 200 mm60°

Weld length

max. ca. 200 mm

Adm. welding zones
Material:  ST 52-3

WWeellddiinngg  gguuiiddeelliinneess  ffoorr  aaxxllee  bbeeaammss..

When fitting or repairing trailer axles it may be
necessary to weld components onto the axle
beam.
For that reason BPW axles are made of 
materials that can be welded. The axle beams 
do not have to be pre-heated before welding.

The carrying capacity and faultless operation 
of BPW axles are not impaired by welding, 
if the following points are complied with.

WWeellddiinngg  pprroocceessss

Inert gas-shielded arc welding
Welding wire quality G 42 0 (DIN EN 440)

Manual arc welding
Stick electrodes E 42 2 (DIN EN 499)

Mechanical quality values must correspond
to the basic material ST 52-3.

Max. weld thickness a 5 (DIN EN 25817)

Avoid end craters and undercuts.

MMiisscceellllaanneeoouuss

No unauthorised change to the camber angle 
of the axle.

Adherence to the welding zones and weld
lengths as shown in the adjacent sketch.

WWaarrnniinngg:: No welding must be carried out in 
the lower tensile zone of the axle 
beam!

IImmppoorrttaanntt  ffoorr  aallll  wweellddiinngg  wwoorrkk  !!

The leaf springs, plastic pipings 
and other sensitive parts should be
protected against sparks and weld
splashes during all welding work. 
The earth terminal must under no 
circumstances be attached to the 
leaf spring or hub.
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Spring seats, supports

16

2.1

Spring seats, supports

VVBB

A B

1028
1028 1030

1029 1024

C

1028 1026

VVBBTT

E F

1035

1024

1030

1024

1026 1030

1032

G H

1035

1024

1028

1029

1024

1028
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Spring seats, supports 2.1

Spring seats, supports

SSeerriieess IItteemm DDeessiiggnnaattiioonn FFiigg.. AA
xxll

ee  
bb

eeaa
mm

BB
rraa

kkee
  pp

oo
ssii

ttii
oo

nn

ØØ AA
tttt

aacc
hhmm

eenn
tt

ccoo
nnnn

eecc
ttii

nngg
  rr

oo
dd

BBPPWW  CCooddee  nnoo..

30°

25°

16°

120

120

120

150

0°

30°

127

1270°

Axle series H.. / R..

Axle series K.. / N..

VVBB 1028 Support A 120

150

150

30°

25°

25°

Ø 30

Ø 30

Ø 36

05.189.02.04.0

05.189.02.05.0

05.189.02.26.0

1024

1028

1029

1030

Spring seat, lower

Support

Block

Shaped plate

B 120 30°

Ø 30

03.032.17.05.0

05.189.02.04.0

03.221.25.04.0

03.161.63.01.0

1024

1028

1029

1030

Spring seat, lower

Support

Plate

Shaped plate

B 150 25°

Ø 30

Ø 36

03.032.19.26.0

05.189.02.05.0

05.189.02.26.0

03.283.53.12.0

03.161.64.05.0

1026

1028

Spring seat, upper

Support

C 120 0°

Ø 30

03.032.17.89.0

05.189.07.63.0

VVBBTT 1024

1030

1035

Spring seat, lower

Shaped plate

Segment

E 120 16° - 03.032.17.05.0

03.161.63.01.0

03.345.23.02.1

1024

1030

1035

Spring seat, lower

Shaped plate

Segment

E 150 25° - 03.032.19.26.0

03.161.64.05.0

03.345.25.01.1

1024

1026

1030

1032

Spring seat, lower

Spring seat, upper

Shaped plate

Plate

F 120 30° - 03.032.17.89.0

03.032.17.05.0

03.161.63.01.0

03.281.96.19.0

1024

1028

1029

1035

Spring seat, lower

Support *

Plate

Segment

G 120 0°

Ø 30

03.032.17.05.0

05.189.10.59.0

03.283.53.12.0

03.345.23.02.1

1024

1028

Spring seat, lower

Support *

H Ø 127 0°

Ø 30

03.032.38.13.0

05.189.10.58.0

* The support (item 1028) can be aligned facing the front or the rear.

Further types upon request.

PPaacckkeerr

1039

1039 Plate 20 mm

30 mm

40 mm

60 mm

03.281.96.26.0

03.281.96.19.0

03.281.96.35.0

03.281.96.46.0

No longer available, for further information contact BPW.
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Spring plates, segments2.2

Spring plates

1050

1035

1032

1032 1032

1032

1055

1057

1055 1055

1055

1035

1035

1057 1057

1057

M = 600 - 650 Nm

M = 600 - 650 Nm M = 600 - 650 Nm

M = 600 - 650 Nm

1050
1050

22 / 23

20 / 21

22 / 23
22 / 23

20 / 21

20 / 21
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Spring plates, segments 2.2 

Spring plates

IItteemm DDeessiiggnnaattiioonn
UUttiilliissaattiioonn  //
AAxxllee  bbeeaamm

DDiimmeennssiioonn
BBPPWW  CCooddee  nnoo..AA BB VV

SSpprriinngg  UU--bboollttss  mmoouunntteedd  ffrroomm  bbeellooww  ((aabboovvee))

WWiitthhoouutt  UU--ssttaabbiilliizzeerr

B

A

1032 Spring plate 120

125

150

-

03.145.22.01.0

150 180 03.145.22.06.0

Ø 127 155 03.145.23.27.0

B

A

SSpprriinngg  ppllaattee  ffoorr  UU--ssttaabbiilliizzeerr  aattttaacchhmmeenntt  //  ccoonnnneeccttiinngg  rroodd  aattttaacchhmmeenntt

1032 Spring plate 120

125

150

-

05.145.22.05.0

150 180 05.145.23.08.0

Ø 127 155 05.145.22.20.0

B

A

1032 Spring plate 120
125

150
-

05.145.22.04.0

150 180 05.145.23.05.0

B

AV
left

right

1032 Spring plate, right

150 125 180

10 05.145.23.24.0

20 05.145.23.21.0

1033 Spring plate, left 10 05.145.23.25.0

20 05.145.23.22.0
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BPW Original spare parts VB suspensions

20

Spring plates, segments2.2

Spring plates, segments

1050

1035

1050
1055

1057

1055

1055

1032 1032

1032

1055

1035

1035

1057

1057 1057

M = 600 - 650 Nm

M = 600 - 650 Nm

M = 600 - 650 Nm M = 600 - 650 Nm

1050
1050

22 / 23

22 / 23

18 / 19 18 / 19

18 / 19

22 / 23

22 / 23
1035
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Spring plates, segments 2.2

Spring plates

IItteemm DDeessiiggnnaattiioonn
UUttiilliissaattiioonn  //
AAxxllee  bbeeaamm

DDiimmeennssiioonn
BBPPWW  CCooddee  nnoo..AA BB LL

SSpprriinngg  UU--bboollttss  mmoouunntteedd  ffrroomm  aabboovvee

L

B

A

WWiitthhoouutt  UU--ssttaabbiilliizzeerr

1035 Spring plate 120
95

150 195 03.145.10.39.0

150 180 225 03.145.10.40.0

L

B

A

Spring plate * 120 / 150 95 150 / 180 225 03.145.10.08.0

* No longer available, replaced by 10.39.0 / 10.40.0 (see above).

L

B

A

WWiitthh  UU--ssttaabbiilliizzeerr

1035 Spring plate 120 / 150 95 150 / 180 220 03.145.10.15.0

Segments
SSeeggmmeenntt  oonn  tthhee  aaxxllee  bbeeaamm

22
.5

41122.5

44

1035 Segment 120 03.345.23.02.1

28
.5

58

47.5155 150 03.345.25.01.1

22
.5

41111.5

30

1035 Segment * 120 solid 03.345.23.03.0

28

47.5150 150 solid 03.345.25.04.0

22
.5

39
.5

43122.5 1035 Segment 1) 120 03.345.23.09.0

* welded on axle beam

1) for flattened spring U-bolts (disc brake)

No longer available, for further information contact BPW.
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BPW Original spare parts VB suspensions

22

Spring U-bolts3

Spring U-bolts

Graisse
Grease

Fett

Graisse
Grease

Fett

1050

1050
1055

1057

1055

1057

M = 600 - 650 Nm

M = 600 - 650 Nm

1032 1035

1035

18 / 19 20 / 21

20 / 21

Graisse
Grease

Fett

Graisse
Grease

Fett

1050

1050

1055 1055

1057 1057
M = 600 - 650 NmM = 600 - 650 Nm

1032

1035

1032

1035

18 / 19

20 / 21

18 / 19

20 / 21
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Spring U-bolts 3

Spring U-bolts
IItteemm DDeessiiggnnaattiioonn DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

A
M 24

L

A
M 24

L

A
M 24

L

A

M 24

L

L

AA  ==  112255
LLeeaaff  sspprriinngg  wwiiddtthh
110000  mmmm

AA  ==  115522

112200

AA  ==  115522
DDiisscc  bbrraakkee

112200

AA  ==  118822

115500

AA  ==  115522

ØØ  112277

1050 Spring U-bolt 190 - 03.138.41.31.4 - - -

210 03.138.44.17.4 03.138.41.32.4 - - -

230 03.138.44.21.4 - - - -

250 - - - 03.138.45.20.4 -

255 03.138.44.14.4 - - - -

265 - - - - 03.138.41.20.4

270 03.138.44.19.4 03.138.41.01.4 - - -

275 - - - - 03.138.41.21.4

280 03.138.44.08.4 03.138.41.19.4 - - 03.138.41.18.4

290 03.138.44.16.4 03.138.41.17.4 - - 03.138.41.14.4

300 03.138.44.04.4 03.138.41.13.4 03.138.41.34.4 - -

310 03.138.44.09.4 03.138.41.16.4 - - 03.138.41.11.4

320 03.138.44.15.4 03.138.41.08.4 03.138.41.35.4 03.138.45.11.4 03.138.41.22.4

330 03.138.44.02.4 03.138.41.26.4 - 03.138.45.09.4 -

335 - - - - 03.138.41.10.4

340 03.138.44.18.4 - - 03.138.45.19.4 -

345 - 03.138.41.05.4 03.138.41.36.4 - -

350 - - - 03.138.45.08.4 -

355 03.138.44.01.4 03.138.41.23.4 - - 03.138.41.09.4

360 - - - 03.138.45.07.4 -

365 - 03.138.41.06.4 - - -

370 03.138.44.12.4 - - - 03.138.41.15.4

380 - - - 03.138.45.06.4 -

385 03.138.44.03.4 03.138.41.07.4 - - -

390 - - - - 03.138.41.04.4

400 03.138.44.25.4 03.138.41.02.4 - 03.138.45.03.4 -

405 - 03.138.41.12.4 - - -

410 03.138.44.10.4 - - - 03.138.41.24.4

420 03.138.44.11.4 - - 03.138.45.04.4 -

435 03.138.44.06.4 03.138.41.03.4 - - -

440 - - - 03.138.45.05.4 -

452 03.138.44.07.4 - - - -

460 - - - 03.138.45.10.4 -

470 03.138.44.20.4 - - - -

485 - - - 03.138.45.12.4 -

490 03.138.44.13.4 - - - -

495 - - - 03.138.45.13.4 -

520 - - - 03.138.45.16.4 -

540 - - - 03.138.45.15.4 -

1055 Washer 02.5401.25.07 Ø 25 / 125

1057 Hexagon nut (16x) 02.5202.30.10 M 24 / 934-10 replaced by 02.5220.74.12 (Item 1330)

1057 Lock nut (8x) 02.5220.74.12 VM 24 / 980-10
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BPW Connecting rods, attachments4  

VB

VBT

VBT

DRIVING DIRECTIONAdjustmentup to60 mm

General

The horizontal alignment of BPW connecting
rods guarantees precise axle location.

TTrraacckkiinngg  aaddjjuussttmmeenntt

One rigid and one adjustable connecting rod 
enable slight adjustment of the tracking of the 
axles on the suspension unit.

Two adjustable connecting rods are used for
each axle in the case of some suspension unit
designs.

RRuubbbbeerr--sstteeeell  bbuusshheess

The rubber-steel bushes pressed into the 
connecting rods guarantee a low-maintenance
mounting.

Fig. with adjustable connecting rod

Ø Screw
Outer Ø 
Bush

Inner Ø
Connecting rod

Ø 30 Ø 60 Ø 55

Ø 36 Ø 66 Ø 62
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BPW Connecting rods, attachments 4

BBeessttiimmmmuunngg  vvoonn  

Bush extraction

a

b

Bush insertion

CChhaannggiinngg  bbuusshheess

The bushes in the connecting rods can either 
be pressed in and out under a press (a), 
or changed under the vehicle with the BPW
installation device (b).

When replacing the bushes it is important to
ensure that they project evenly on both sides
(arrows) after assembly.

TTooooll  ffoorr  pprreessssiinngg  bbuusshheess  iinn  uunnddeerr  aa  pprreessss..

Ø 60 BPW Code no. 1155..000033..1199443333

Ø 66 BPW Code no. 1155..000044..1199443333

TTooooll  ffoorr  mmaannuuaall  ffiittttiinngg

Ø 60 BPW Code no. 1144..882255..1111774444

AAppppllyy  ssooaappyy  wwaatteerr  oorr  aannootthheerr  lluubbrriiccaanntt  ttoo  
tthhee  bbuusshheess  bbeeffoorree  ffiittttiinngg  tthheemm..

CCoonnnneeccttiinngg  rroodd  aattttaacchhmmeennttss

The connecting rods are attached to the 
axle beams, connecting pieces and equalising
beams using hexagon bolts.

Where there is an offset equalising beam 
(for steering axles) a threaded rod is used 
with a spacer tube.

Reducing sleeves can be used for the 
attachment of Ø 36 connecting rods with 
M 30 bolts (see attachments).
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Connecting rods4.1

Connecting rods, spare parts

1168 1168

1168

1154 1154

1154

1171 1171

1171

1100 1105

1105

1105
1100

d d

D

L L

1125
1123

1115 1116

1117

1171

1168

1154
1105

M 12  M = 66 Nm
M 14  M = 140 Nm

28 / 29 28 / 29

28 / 29

28 / 29

1117
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Connecting rods 4.1

Connecting rods, spare parts

L L
Left threaded Right threaded

LL

CCoonnnneeccttiinngg  rroodd,,
ffiixxeedd
Item 11110000
(incl. item 1117)

BBPPWW  CCooddee  nnoo.. LL

CCoonnnneeccttiinngg  rroodd,,
aaddjjuussttaabbllee
Item 11110055
(incl. item 1115 - 1125)

BBPPWW  CCooddee  nnoo..

DDiimmeennssiioonn TTeennssiioonneerr  hheeaadd,,  
lleefftt  tthhrreeaaddeedd
Item 11111155

BBPPWW  CCooddee  nnoo..

TTeennssiioonneerr  hheeaadd,,  
rriigghhtt  tthhrreeaaddeedd
Item 11111166

BBPPWW  CCooddee  nnoo..

BBuusshh
Item 11111177

BBPPWW  CCooddee  nnoo..d D

330 05.443.44.07.0 30 55 03.353.67.04.0 03.353.67.05.0 05.113.96.05.0
Ø 30 / 60 x 68360 05.443.45.21.0 320 - 380 05.443.70.92.0

425 05.443.46.06.0 410 - 450 05.443.70.14.1

440 05.443.46.04.0 410 - 470 05.443.70.43.0

450 05.443.47.19.0 430 - 480 05.443.71.15.0

465 05.443.47.23.0 440 - 490 05.443.71.35.0

475 05.443.47.15.0 450 - 500 05.443.70.77.0

475 - 535 05.443.70.83.0

545 05.443.48.15.0 510 - 560 05.443.70.98.0

515 - 555 05.443.70.19.1

575 05.443.48.16.0 550 - 600 05.443.71.10.0

615 05.443.49.33.0 590 - 640 05.443.71.17.0

705 05.443.49.31.0 680 - 730 05.443.71.18.0

725 - 775 05.443.71.01.0

775 05.443.49.49.0 750 - 800 05.443.70.97.0

820 05.443.49.32.0 790 - 840 05.443.71.19.0

855 05.443.49.40.0

885 - 935 05.443.70.90.0

300 05.443.44.06.0 285 - 315 05.443.71.12.0 * 36 62 03.353.68.05.0 03.353.68.06.0 05.113.93.03.0
Ø 36 / 66 x 68345 05.443.44.08.0 335 - 360 05.443.71.06.0 03.353.68.01.0 03.353.68.02.0

370 05.443.48.37.0 355 - 385 05.443.71.57.0

395 05.443.48.33.0 380 - 410 05.443.71.55.0

425 05.443.46.03.0 410 - 440 05.443.71.04.0

440 05.443.48.31.0 425 - 455 05.443.71.54.0

445 05.443.48.39.0 430 - 460 05.443.71.58.0

450 05.443.47.20.0 435 - 465 05.443.71.02.0

470 05.443.48.35.0 455 - 485 05.443.71.56.0

495 05.443.48.18.0 480 - 510 05.443.71.08.0

515 05.443.48.29.0 485 - 545 05.443.70.94.0

575 05.443.48.27.0 545 - 600 05.443.71.09.0

635 05.443.49.35.0 605 - 665 05.443.71.03.0

655 05.443.48.43.0 625 - 685 05.443.71.60.0

770 05.443.49.36.0 755 - 785 05.443.71.07.0

790 05.443.48.41.0 760 - 820 05.443.71.59.0

825 05.443.49.34.0 810 - 840 05.443.71.05.0

1123 Hexagon screw M 12 x 60 02.5021.76.80 für d = Ø 30

M 14 x 65 02.5022.03.80 für d = Ø 36

1125 Lock nut M 12-8 02.5273.12.82 für d = Ø 30

M 14-8 02.5273.14.82 für d = Ø 36

* with only one hexagon screw (M 14 x 65) per tensioner head
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Connecting rod attachments4.2

Connecting rod attachments
AAttttaacchhmmeenntt  aatt  hhaannggeerr  bbrraacckkeett  oorr  ssttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

1168 1168

1171 1171

M 30  M = 725 Nm
M 36  M = 1425 Nm

M 30  M = 725 Nm
M 36  M = 1425 Nm

M 30  M = 725 Nm
M 36  M = 1425 Nm

M 30  M = 725 Nm
M 36  M = 1425 Nm

1154 1154

1168 1168
1154 1154

1171 1171

1100 1105
26 / 27 26 / 27

EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett  ((wwiitthh  sstteeeerriinngg  aaxxlleess)) VVBBTT

1168
1171

M 30  M = 725 Nm
M 36  M = 1425 Nm

M 30  M = 725 Nm
M 36  M = 1425 Nm

1154

11681160

1164

1105
26 / 27

M 30  M = 725 Nm
M 36  M = 1425 Nm

M 30  M = 725 Nm
M 36  M = 1425 Nm

1154

1168

1168
1154

1171

1105
26 / 27

1171

VVBBTT AAnnttii--rroottaattiioonn  ddeevviiccee

1171

1168
M 30  M = 725 Nm
M 36  M = 1425 Nm

1154

1105
26 / 27

1171

1171
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Connecting rod attachments 4.2 

Connecting rod attachments

L

IItteemm DDeessiiggnnaattiioonn  DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

AAttttaacchhmmeenntt  aatt  hhaannggeerr  bbrraacckkeett  oorr  ssttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm  oorr  VVBBTT

1154
1155
1156

Screw M 30 x 120 / SW 46 03.340.15.22.0

M 30 x 150 / SW 46 03.340.15.15.0

M 30 x 160 / SW 46 03.340.15.21.0

M 30 x 170 / SW 46 03.340.15.24.0

M 30 x 180 / SW 46 03.340.15.30.0

M 30 x 190 / SW 46 03.340.15.20.0

M 30 x 210 / SW 46 03.340.15.23.0

M 36 x 155 / SW 55 03.340.16.03.0

M 36 x 185 / SW 55 03.340.16.04.0

M 36 x 215 / SW 55 03.340.16.05.0

M 36 x 235 / SW 55 03.340.16.06.0

1168 Lock nut M 30 / 980-06 03.260.15.01.0

M 36 / 980-06 02.5220.85.26

L

EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett  ((wwiitthh  sstteeeerriinngg  aaxxlleess))

1160 Screw M 30 x 310 03.340.75.23.0

M 30 x 340 03.340.75.24.0

M 30 x 350 03.340.75.19.0

M 30 x 392 03.340.75.18.0

M 36 x 400 03.340.76.46.0

1164 Tube Ø 31 / 60 x 130 03.300.74.51.0

Ø 31 / 60 x 146 03.300.74.89.0

Ø 31 / 60 x 160 03.300.74.93.0

Ø 38 / 70 x 146 03.300.75.45.0

1168 Lock nut M 30 / 980-06 03.260.15.01.0

M 36 / 980-06 02.5220.85.26

RReedduucciinngg  sslleeeevveess  ffoorr  tthhee  aattttaacchhmmeenntt  ooff  ØØ  3366  ccoonnnneeccttiinngg  rrooddss  wwiitthh  MM  3300  bboollttss

66

30
.1

36

1160 Bush Ø 30.1 / 36 x 66 03.112.12.17.0

S
W

AAnnttii--rroottaattiioonn  ddeevviiccee

1171 Profiled part SW 46 03.001.14.15.0

SW 55 03.001.14.30.0
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Front hanger brackets5

e.g.

General

The front connecting pieces welded onto the
vehicle chassis are connected to the first axle 
of the suspension unit by means of connecting
rods, thus conveying all the tracking, braking 
and acceleration forces from the axle into the
vehicle chassis.

Adjustable connecting rods are fitted on one 
side to ensure easy tracking of the vehicle.

DDrraawwbbaarr  ccoonnnneeccttiioonn

VB connecting pieces with integrated drawbar
connection have 2 or 4 welded-in bushes, 
depending on the design, to take the attachment
bolts. 

SSlliiddeerrss

The ends of the leaf spring are slide-mounted 
in the connecting pieces by means of screwed-
in sliders or welded-in retainers made of harden-
ed steel alloy.

In this context it should be ensured that the 
sliding points are always well greased.

Thick-walled lateral wear plates ensure precise
guidance of the spring ends in the connecting
pieces.

Note the correct position of the retainers 
when replacing them (see also equalising 
beams, page 37) !
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Front hanger brackets 5

BBeessttiimmmmuunngg  vvoonn  

BPW Code number
eg. 05.375.60.04.0

05.375.....

...

BBPPWW  CCooddee  nnuummbbeerr

The BPW code number is stamped into the
manufacturer's nameplate on the connecting
piece.

SSccooppee  ooff  ddeelliivveerryy

When you order this BPW code number you
receive the complete connecting piece, including
slider, connecting rod and attachment parts.
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Spare parts for front hanger brackets5.1

Weld-in bushes
WWeelldd--iinn  bbuusshheess  ffoorr  ccoonnnneeccttiinngg  rroodd  aattttaacchhmmeenntt

12051205

1205
1205

1205

WWeelldd--iinn  bbuusshheess  ffoorr  ddrraawwbbaarr  aattttaacchhmmeenntt

1208 1208

1209

1209
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Spare parts for front hanger brackets 5.1

Weld-in bushes

SSeerriieess IItteemm DDeessiiggnnaattiioonn

DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..

QQuuaannttiittyy  //
HHaannggeerr
bbrraacckkeettdd DD11 DD HH

WWeelldd--iinn  bbuusshheess  ffoorr  ccoonnnneeccttiinngg  rroodd  aattttaacchhmmeenntt

H

dd1 D

VVBB--KK
VVBB--KKNN
VVBB--KKEE

VVBBTT--KK
VVBBTT--KKEE

VVBB--LL
VVBB--LLEE

VVBB--MM
VVBB--MMEE

VVBBTT--MM

1205 Bush 30 50 60 21 03.113.01.19.0 2

VVBB--CC

VVBBTT--CC

1205 Sleeve 30 50 60 30 03.200.34.05.0 2

30 50 60 35 03.200.34.04.0 2

d D

H

VVBB

VVBB--MM

1205 Sleeve 30 - 60 30 03.113.01.22.0 2

VVBB
VVBBTT

VVBB--BB
VVBBTT--BB

VVBB--EE

VVBBTT--EE

VVBB--HHDD
VVBB--HHDDEE

1205 Sleeve 36 - 65 40 03.200.75.01.0 2

WWeelldd--iinn  bbuusshheess  ffoorr  ddrraawwbbaarr  aattttaacchhmmeenntt

Ø 32
Ø 25

ØØ  2255 1208

1209

Bush   without slot

Bush   with slot

Ø 25 / 58 / 65 x 30

Ø 25 / 58 / 65 x 35

03.113.00.18.0

03.113.00.19.0

1

1

ØØ  3322 1208

1209

Bush   without slot

Bush   with slot

Ø 32 / 58 / 65 x 30

Ø 32 / 58 / 65 x 35

03.113.02.05.0

03.113.02.04.0

1

1
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Spare parts for front hanger brackets

34

5.1

Supports / sliders / attachment parts
A B

Graisse
Grease

Fett

1245

1235

1230

1238
M 14  M = 140 Nm

1410

1415

1410

1412

I

II

III

Graisse
Grease

Fett

1410

1245

1235

1230

1238
M 14  M = 140 Nm

C

Graisse
Grease

Fett

1232

1410

1245

1235

1238

1244

1240

1230

M 14  M = 140 Nm
M

20
M

=
3 2

0
N

m

D E

Graisse
Grease

Fett

1232

1410

1245

1238

1244

1240

1230

1235

M 14  M = 140 Nm

M
20

M
=

3 2
0

N
m

Graisse
Grease

Fett

1232

1245

1235

1230

1238
M 14  M = 140 Nm
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Spare parts for front hanger brackets
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5.1

Supports / sliders / attachment parts

SSeerriieess IItteemm DDeessiiggnnaattiioonn  DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

FFiigg..  AA VVBB--KK
VVBB--KKNN
VVBB--KKEE

VVBBTT--KK
VVBBTT--KKEE

1230´

1235

1238

1245

Support ( normal I )
Support ( reinforced II )
Support ( solid III )

Hexagon screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

Ø 16 / 25 x 103

05.189.04.70.0
05.189.05.22.0
05.189.05.97.0

02.5022.09.80

02.5273.14.82

03.300.73.12.0

FFiigg..  BB VVBB--LL
VVBB--LLEE

VVBBTT--LL
VVBBTT--LLEE

VVBB--MM
VVBB--MMEE

VVBBTT--MM

1230

1235

1238

1245

Support

Hexagon screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

Ø 16 / 25 x 103

05.189.05.75.0

02.5022.09.80

02.5273.14.82

03.300.73.12.0

FFiigg..  CC VVBB

VVBB--BB

VVBB--EE

VVBB--HHDD

VVBB--HHDDEE

1230

1232

1235

1238

1240

1244

1245

Block

Plate

Hexagon screw

Lock nut

Hexagon screw

Lock nut

Tube

M 14 x 150 / 931-8.8

M 14-8

M 20 x 160 / 931-8.8

VM 20 / 980-8

Ø 14.8 / 20 x 103

03.221.89.05.0

03.285.45.08.0

02.5022.10.80

02.5273.14.82

02.5023.09.80

02.5220.50.82

03.300.72.05.0

FFiigg..  DD VVBBTT

VVBBTT--BB

VVBBTT--EE

1230

1232

1235

1238

1240

1244

1245

Block

Plate

Hexagon screw

Lock nut

Hexagon screw

Lock nut

Tube

M 14 x 150 / 931-8.8

M 14-8

M 20 x 160 / 931-8.8

VM 20 / 980-8

Ø 14.8 / 20 x 103

03.221.79.01.0

03.285.45.08.0

02.5022.10.80

02.5273.14.82

02.5023.09.80

02.5220.50.82

03.300.72.05.0

FFiigg..  EE VVBB--CC

VVBBTT--CC

1230

1232

1235

1238

1245

Slider

Plate

Hexagon screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

Ø 16 / 25 x 106

03.181.40.11.0

03.285.36.01.0

02.5022.09.80

02.5273.14.82

03.300.73.21.0

SSiilleenntt  bblloocckk  bbuusshheess

1410 Rubber roll Ø 20 / 40 x 80 02.1205.02.00

Bush Ø 20 / 80 x 80 03.113.90.11.0

Ø 25 / 80 x 80 03.113.90.05.0

1412 Bush Ø 40 / 80 x 80 03.113.94.04.0

1415 Slider 03.181.90.10.0
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Equalizing beams6

Threaded bolt Rubber-steel bush

Wear plate

Threaded bolt
Grease nipple

Bronze bushes

Wear plate

General

MMooddee  ooff  ooppeerraattiioonn

In the case of multi-axle suspension units, 
the middle connecting pieces have pivoting
equalising beams. The spring ends slide-
mounted in the equalising beams together
achieve static axle equalisation (even 
distribution of axle load when stationary 
and on the move).

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg

Maintenance-free rruubbbbeerr--sstteeeell  bbuusshheess are used
in the weight range from 9 to 14 tonnes axle
load.

High-quality, durable bbrroonnzzee  bbuusshheess are used
for heavy axle loads (9 - 20 tonnes) as well as
for extreme off-road applications.
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Equalizing beams 6  

BBeessttiimmmmuunngg  vvoonn  

BPW
e 05.292.12.27.0

Code number
g.

05.29 2.....
...

SSlliiddeerrss

The ends of the leaf springs are slide-
mounted in the equalising beams by means 
of screwed-in sliders or welded-in retainers
made of hardened steel alloy.

In this context it should be ensured that the
sliding points are always well greased.

Note the position of the retainers when 
replacing them (see illustration).

Right Wrong

AAnnttii--rroottaattiioonn  ddeevviiccee  ffoorr  tthhrreeaaddeedd  bboollttss

The threaded bolt is secured against twisting
by means of a welded-on ring or welded-on
lugs.

BBPPWW  CCooddee  nnuummbbeerr

The BPW code number is stamped into the
manufacturer's nameplate on the connecting
piece for the equalising beam.

SSccooppee  ooff  ddeelliivveerryy

When you order this BPW code number you
get the complete equalising beam, including
connecting piece, sliders, connecting rod and
attachment parts.
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Spare parts for equalizing beams6.1

Equalizing beams
SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

L

B

L1 L1

Bd d
D D

L

1300

1305

1320 1320

EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett  ((ffoorr  sstteeeerriinngg  aaxxlleess))

L

Bd
D

1327
1326

1315
1310
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Spare parts for equalizing beams 6.1 

Equalizing beams
IItteemm DDeessiiggnnaattiioonn DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

1300 / 1310 Equalizing beam assembly cpl., right upon request

1305 / 1315 Equalizing beam assembly cpl., left upon request

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

1320 Equalizing beam (only)

SSeerriieess WWhheeeell  bbaassee AAxxllee  llooaadd

DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..

=
 

w
it

h
 b

u
sh

 i
n

se
rt

ed

=
 

w
it

h
 s

u
p

p
o

rt
 f

it
te

d
(s

lid
er

)

=
 

w
it

h
 w

el
d

ed
w

ea
r 

p
la

te

LL LL11 BB DD dd

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess

VVBB

VVBB--BB

VVBB--LL

1360
1410
1500

10 - 16 t 420 450 142 100 60 09.291.00.08.1

VVBB

VVBB--BB

VVBB--LL

2050 10 - 12 t 1000 1000 142 100 60 09.291.00.39.0

VVBB--KK 1140
1360

6.5 - 10 t 385 - 128 94 50 05.291.11.13.0

VVBB--MM 1140
1310
1360

8 - 12 t 385 400 128 100 60 05.291.11.50.0

VVBB--MM 1820 8 - 12 t 850 860 128 100 60 05.291.12.38.0

VVBB--HHDD 1360
1410
1500

14 - 20 t 416 - 142 100 60 05.291.01.11.0

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  bbrroonnzzee  bbuusshheess

VVBB--BB

VVBB--BBEE

1360
1410
1500

13 - 16 t 420 450 136 75 70 05.291.00.84.0

VVBB--HHDDEE 1360
1410
1500

14 - 20 t 416 - 136 75 70 05.291.01.14.0

VVBB--MMEE 1140
1310
1360

8 - 12 t 385 400 128 65 60 05.291.11.70.0

VVBB--MMEE  1820 8 - 12 t 850 860 128 65 60 05.291.12.90.0

EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett  ((ffoorr  sstteeeerriinngg  aaxxlleess))

1326

1327

Equalizing beam, right (only)

Equalizing beam, left (only)

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess

VVBB--KK
OOffffsseett  112222  **

1360 6.5 - 10 t 385 - 258 94 50 05.291.11.26.0 R
05.291.11.25.0 L

VVBB--KK
OOffffsseett  116600  **

1360 6.5 - 10 t 385 - 288 94 50 05.291.11.20.0 R
05.291.11.19.0 L

Further types upon request.

* see page 42
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Spare parts for equalizing beams6.1

Equalizing beam bearing - Weld-in bushes

1205

1205

1205

1331

1331

1331
1330

1330

1330

1205

1331

1331

1330

1330
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Spare parts for equalizing beams 6.1 

Equalizing beam bearing - Weld-in bushes

SSeerriieess IItteemm DDeessiiggnnaattiioonn

DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..

QQuuaannttiittyy  //
EEqquuaalliizziinngg
bbeeaammdd dd11 DD HH

WWeelldd--iinn  bbuusshheess  ffoorr  ccoonnnneeccttiinngg  rroodd  aattttaacchhmmeenntt

H

dd1 D

VVBB--KK
VVBB--KKNN
VVBB--KKEE

VVBBTT--KK
VVBBTT--KKEE

VVBB--MM
VVBB--MMEE

VVBBTT--MM

1205 Bush 30 50 60 21 03.113.01.19.0 2

VVBB--CC

VVBBTT--CC

1205 Sleeve 30 50 60 30 03.200.34.05.0 2

30 50 60 44 03.200.34.03.0 2

d D

H

VVBB--LL
VVBB--LLEE

VVBBTT--LL
VVBBTT--LLEE

1205 Eye 30 - 65 55 03.076.76.01.0 2

VVBB

VVBBTT

VVBB--BB
VVBB--BBEE

VVBBTT--BB

VVBB--EE

VVBBTT--EE

VVBB--HHDD
VVBB--HHDDEE

1205 Sleeve 36 - 65 55 03.200.75.06.0 2

WWeelldd--iinn  bbuusshheess  ffoorr  eeqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg

dd1 D

H

dd1 D

H 1331
1330

1331
1330

1330

1330

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess

VVBB--KK 1330
or
1331

Bush 50 114 130 28 03.113.06.10.0 2

VVBB
VVBB--BB
VVBB--LL

60 87 140 35 03.113.07.03.0 2

VVBB--MM 60 114 130 28 03.113.06.11.0 2

VVBB--HHDD 60 87 140 50 03.113.07.14.0 2

VVBB--CC 50 74 130 32 03.113.06.06.0 2

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  bbrroonnzzee  bbuusshheess

VVBB--KKEE
VVBB--MMEE

1330

1331

Bush

Bush

50

60

114

114

130

130

28

28

03.113.06.10.0

03.113.06.11.0

1

1

VVBB--EE
VVBB--BBEE
VVBB--LLEE

60

70

87

87

140

140

33

33

03.113.07.12.0

03.113.07.11.0

1

1

VVBB--HHDDEE 60

70

87

87

140

140

49

49

03.113.07.16.0

03.113.07.15.0

1

1
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Spare parts for equalizing beams6.1

Equalizing beam bearing - Bushes, wear plates
EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett

1340

1350

1350
1340

1340

160

122

1341

1350

1350

1340

1340

1341

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  bbrroonnzzee  bbuusshheess

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

1340

1350

1350
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Spare parts for equalizing beams 6.1 

Equalizing beam bearing - Bushes, wear plates

SSeerriieess IItteemm DDeessiiggnnaattiioonn

DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..

QQuuaannttiittyy  //
EEqquuaalliizziinngg
bbeeaammdd dd11 DD LL

d Dd1

L

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

VVBB--KK
VVBB--CC

1340 Bush 50 58 100 130 02.0316.65.00 1

VVBB--MM 60 72 107 130 05.113.97.13.0 1

VVBB
VVBB--BB
VVBB--HHDD
VVBB--LL

60 72 107 150 05.113.97.10.0 1

EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett

VVBB--KK
VVBB--CC

1340 Bush 50 58 100 130 02.0316.65.00 2

1341 Ring * Ø 50.5 / 70 x 30 03.310.34.27.0 1

VVBB
VVBB--BB
VVBB--HHDD
VVBB--LL

1340 Bush 60 72 107 150 05.113.97.10.0 2

* only with 160 mm offset

dD

L

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  bbrroonnzzee  bbuusshheess

VVBB--KKEE
VVBB--MMEE

1340 Bush 60 - 65 60 03.112.76.14.0 2

VVBB--EE
VVBB--BBEE
VVBB--HHDDEE
VVBB--LLEE

70 - 75 70 03.112.76.13.0 2

WWeeaarr  ppllaatteess

VVBB  aallll  ** 1350 Washer Ø 50.5 / 115 x 6 03.320.36.12.0 2

Ring Ø 60.5 / 115 x 6 03.310.36.50.0 2

Ø 76 / 140 x 4 03.310.37.31.0 2

Plate 176 x 160 / Ø 128 x 3 03.285.25.35.0 2

* if present
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Spare parts for equalizing beams6.1

Equalizing beam bearings - Threaded bolts
EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett

1345

1353

1353

1360 1360

1361

1370

M 42 x 3  M = 1100 Nm  - 12 t
M 42 x 3  M = 1700 Nm  13 t -
M 48 x 3  M = 1250 Nm

1346

1353

1353

1360 1360

1361

1370

M 42 x 3  M = 1100 Nm  - 12 t
M 42 x 3  M = 1700 Nm  13 t -
M 48 x 3  M = 1250 Nm

EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  bbrroonnzzee  bbuusshheess

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

1347

1345

1353

1353

1360 1360

1361

1370

M 42 x 3  M = 1100 Nm  - 12 t
M 42 x 3  M = 1700 Nm  13 t -
M 48 x 3  M = 1250 Nm
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Spare parts for equalizing beams 6.1 

Equalizing beam bearings - Threaded bolts

IItteemm DDeessiiggnnaattiioonn
DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..DD dd LL SSWW TThhrreeaadd

D

L

SW

TThhrreeaaddeedd  bboolltt
((EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  rruubbbbeerr--sstteeeell  bbuusshheess))

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

1345 Threaded bolt 50

-

247 60

M 42 x 3

03.177.16.25.0

60

257

70

03.177.16.29.0

265 03.177.16.35.0 *

285 03.177.16.20.0

313 M 48 x 3 03.177.17.05.0

EEqquuaalliizziinngg  bbeeaamm  wwiitthh  ooffffsseett

1346 Threaded bolt

50

-

377

60
M 42 x 3

03.177.16.26.0

404 03.177.16.27.0

421 03.177.16.07.0 *

60
412

70
03.177.16.37.0 *

459 M 48 x 3 03.177.17.06.0

* Locking with castle nut and split pin

D d

L

TThhrreeaaddeedd  bboolltt  wwiitthh  ggrreeaassee  wwaayy
((EEqquuaalliizziinngg  bbeeaamm  bbeeaarriinngg  wwiitthh  bbrroonnzzee  bbuusshheess))

SSttrraaiigghhtt  eeqquuaalliizziinngg  bbeeaamm

1345 Threaded bolt
60 50

245
70

M 42 x 3

03.177.16.28.0

374 03.177.16.30.0

70 60
281

80
03.177.16.17.0

313 M 48 x 3 03.177.17.04.0

1347 Grease nipple AM 10 x 1 / 71412 02.6802.03.50

1353 Washer 43 / 125 02.5401.43.01

A 50 / 125 02.5401.50.09

TThhrreeaaddeedd  bboolltt  wwiitthh  lloocckk  nnuutt

1360 Lock nut VM 42 x 3 / 980-06 02.5220.91.26

VM 42 x 3 / 980-8 02.5220.90.82

M 48 x 3 02.5273.39.00

TThhrreeaaddeedd  bboolltt  wwiitthh  ccaassttllee  nnuutt

1360 Castle nut M 42 x 3 / 937-04 02.5207.46.04

1361 Split pin 8 x 63 / 94 02.6201.84.01

1370
AAnnttii--rroottaattiioonn  ddeevviiccee  ffoorr  tthhrreeaaddeedd  bboollttss

1370 Ring * SW 60 03.310.76.10.0

SW 70 03.310.76.11.0

* It is possible to prevent the bolt rotating by using weld-on lugs.
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Spare parts for equalizing beams6.1

Supports / sliders / attachment parts
A

1238
M 14  M = 140 Nm

1230 1230

1235

1245 1245

1250

1238
M 14  M = 140 Nm

1410

1410

1412 1415

1236

I II III

Graisse
Grease

Fett

Graisse
Grease

Fett

B C

1238
M 14  M = 140 Nm

M 20  M = 320 Nm

1245

1230

1235

1240

1244

Graisse
Grease

Fett

1238
M 14  M = 140 Nm

1245

1230
1235

1410

Graisse
Grease

Fett

D E

1245

1410

1238
M 14  M = 140 Nm

M 20  M = 320 Nm

1230

1235

1240

1244

Graisse
Grease

Fett

1245

1410

1238
M 14  M = 140 Nm

M 20  M = 320 Nm

1230

1235

1240

1244

Graisse
Grease

Fett
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Spare parts for equalizing beams 6.1 

Supports / sliders / attachment parts
BBaauu--
rreeiihhee IItteemm DDeessiiggnnaattiioonn  DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

FFiigg..  AA VVBB--KK
VVBB--KKNN
VVBB--KKEE

VVBBTT--KK
VVBBTT--KKEE

1230´

1235

1236

1238

1245

Support ( normal I )
Support ( reinforced II )
Support ( solid III )

Hexagon screw

Hexagon screw
(with shackle item 1250)

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14 x 150 / 931-8.8

M 14-8

Ø 14.8 / 20 x 103

05.189.04.70.0
05.189.05.22.0
05.189.05.97.0

02.5022.09.80

02.5022.10.80

02.5273.14.82

03.300.72.05.0

FFiigg..  BB VVBB--CC

VVBBTT--CC

1230

1235

1238

1240

1244

1245

Support

Hexagon screw

Lock nut

Screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

M 20 x 150

VM 20 / 980-8

Ø 16 / 25 x 106

05.189.02.87.0

02.5022.09.80

02.5273.14.82

03.340.13.07.0

02.5220.50.82

03.300.73.21.0

FFiigg..  CC VVBB--HHDD

VVBB--HHDDEE

1230

1235

1238

1245

Support

Hexagon screw

Lock nut

Tube

M 14 x 150 / 931-8.8

M 14-8

Ø 14.8 / 20 x 103

05.189.14.52.0

02.5022.10.80

02.5273.14.82

03.300.72.05.0

FFiigg..  DD VVBB

VVBBTT

VVBB--BB
VVBB--BBEE

VVBB--EE

VVBBTT--EE

VVBB--LL
VVBB--LLEE

VVBBTT--LL
VVBBTT--LLEE

1230

1235

1236

1238

1240

1241

1244

1245

Support

Hexagon screw

Hexagon screw
(with shackle item 1250)

Lock nut

Screw

Screw

Screw
(with shackle item 1250)

Lock nut

Tube

M 14 x 150 / 931-8.8

M 14 x 160 / 931-8.8

M 14-8

M 20 x 150

M 20 x 160

M 20 x 170

VM 20 / 980-8

Ø 14.8 / 20 x 103

05.189.02.70.0

02.5022.10.80

02.5022.15.80

02.5273.14.82

03.340.13.07.0

03.340.13.05.0

03.340.13.06.0

02.5220.50.82

03.300.72.05.0

FFiigg..  EE VVBB--MM
VVBB--MMEE

VVBBTT--MM
VVBBTT--MMEE

1230

1235

1236

1238

1240

1241

1244

1245

Support (standard)

Support (for WB 1820)

Hexagon screw

Hexagon screw
(with shackle item 1250)

Lock nut

Hexagon screw

Screw
(with shackle item 1250)

Lock nut

Tube

L = 128

L = 120

M 14 x 140 / 931-8.8

M 14 x 160 / 931-8.8

M 14-8

M 20 x 150 / 931-8.8

M 20 x 170

VM 20 / 980-8

Ø 16 / 25 x 103

05.189.05.82.0

05.189.05.90.0

02.5022.09.80

02.5022.15.80

02.5273.14.82

03.340.13.07.0

03.340.13.06.0

02.5220.50.82

03.300.73.12.0

L

SShhaacckklleess

1250 Shackle 2 x Ø 15 03.232.96.03.0

1 x Ø 15 / 1 x Ø 21 03.232.96.02.0

Silent block bushes, sliders (Item 1410 / 1412 / 1415) see page 35.
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BPW Original spare parts VB suspensions

Rear hanger brackets7

05.375.....

...

BPW Code number
eg. 05.375.60.06.0

General

VVBB

The rear connecting pieces welded onto the
vehicle chassis are only connected to the final
axle of the suspension unit by means of the 
leaf springs, and they only transfer the tracking
forces of the axle to the chassis of the vehicle.

VVBBTT

The rear connecting pieces welded onto the
vehicle chassis are connected to the last axle 
of the suspension unit by means of connecting
rods, and convey all the tracking, braking and
acceleration forces from the axle into the vehicle
chassis.

Adjustable connecting rods are fitted on one side
(or both) to ensure easy tracking of the vehicle.

SSlliiddeerrss

The ends of the leaf spring are slide-mounted 
in the connecting pieces by means of screwed-
in sliders or welded-in retainers made of harden-
ed steel alloy.

In this context it should be ensured that the 
sliding points are always well greased.

Thick-walled lateral wear plates ensure precise
guidance of the spring ends in the connecting
pieces.

Note the correct position of the retainers when
replacing them (see also equalising beams, 
page 37) !

BBPPWW  CCooddee  nnuummbbeerr

The BPW code number is stamped into the
manufacturer's nameplate on the connecting
piece.

SSccooppee  ooff  ddeelliivveerryy

When you order this BPW code number you
get the complete connecting piece, including
slider, connecting rod (if available) and attach-
ment parts.
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Spare parts for rear hanger brackets 7.1 

Weld-in bushes (only VBT)

1205

1205

1205

SSeerriieess IItteemm DDeessiiggnnaattiioonn

DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..

QQuuaannttiittyy  //
HHaannggeerr
bbrraacckkeettdd DD11 DD HH

WWeelldd--iinn  bbuusshheess  ffoorr  ccoonnnneeccttiinngg  rroodd  aattttaacchhmmeenntt  ((oonnllyy  VVBBTT))

H

dd1 D

VVBBTT--KK
VVBBTT--KKEE

VVBBTT--LL
VVBBTT--LLEE

VVBBTT--MM
VVBBTT--MMEE

1205 Bush 30 50 60 21 03.113.01.19.0 2

VVBBTT--CC 1205 Sleeve 30 50 60 30 03.200.34.05.0 2

30 50 60 35 03.200.34.04.0 2

d D

H
VVBBTT

VVBBTT--BB

VVBBTT--HHDD
VVBBTT--HHDDEE

VVBBTT--EE

1205 Sleeve 36 - 65 55 03.200.75.06.0 2
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Spare parts for rear hanger brackets7.1

Supports / sliders / attachment parts
A B

M 14  M = 140 Nm

1230

1245

1410

1410

1235

1238

1412

1415

I II III

Graisse
Grease

Fett

M 14  M = 140 Nm

1230

1235

1238

Graisse
Grease

Fett

1245

1410

C

Graisse
Grease

Fett

1230

1410

1245

1238

1244

1240

1232

1235

M 14  M = 140 Nm

M 20 M = 320 Nm

D E

Graisse
Grease

Fett

1230

1410

1245

1238

1244

1240

1232

1235

M 14  M = 140 Nm

M 20 M = 320 Nm

Graisse
Grease

Fett

1230

1232

1235

M 14  M = 140 Nm

1245

1238
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Spare parts for rear hanger brackets 7.1 

Supports / sliders / attachment parts

SSeerriieess IItteemm DDeessiiggnnaattiioonn  DDiimmeennssiioonn BBPPWW  CCooddee  nnoo..

FFiigg..  AA VVBB--KK
VVBB--KKNN
VVBB--KKEE

VVBBTT--KK
VVBBTT--KKEE

1230

1235

1238

1245

Support ( normal I )
Support ( reinforced II )
Support ( solid III )

Hexagon screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

Ø 16 / 25 x 103

05.189.04.70.0
05.189.05.22.0
05.189.05.97.0

02.5022.09.80

02.5273.14.82

03.300.73.12.0

FFiigg..  BB VVBB--LL
VVBB--LLEE

VVBBTT--LL
VVBBTT--LLEE

VVBB--MM
VVBB--MMEE

VVBBTT--MM

1230

1235

1238

1245

Support

Hexagon screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

Ø 16 / 25 x 103

05.189.05.75.0

02.5022.09.80

02.5273.14.82

03.300.73.12.0

FFiigg..  CC VVBB

VVBB--BB

VVBB--EE

VVBB--HHDD

VVBB--HHDDEE

1230

1232

1235

1238

1240

1244

1245

Block

Plate

Hexagon screw

Lock nut

Hexagon screw

Lock nut

Tube

M 14 x 150 / 931-8.8

M 14-8

M 20 x 160 / 931-8.8

VM 20 / 980-8

Ø 14.8 / 20 x 103

03.221.89.05.0

03.285.45.08.0

02.5022.10.80

02.5273.14.82

02.5023.09.80

02.5220.50.82

03.300.72.05.0

FFiigg..  DD VVBBTT

VVBBTT--BB

VVBBTT--EE

1230

1232

1235

1238

1240

1244

1245

Block

Plate

Hexagon screw

Lock nut

Hexagon screw

Lock nut

Tube

M 14 x 150 / 931-8.8

M 14-8

M 20 x 160 / 931-8.8

VM 20 / 980-8

Ø 14.8 / 20 x 103

03.221.79.01.0

03.285.45.08.0

02.5022.10.80

02.5273.14.82

02.5023.09.80

02.5220.50.82

03.300.72.05.0

FFiigg..  EE VVBB--CC

VVBBTT--CC

1230

1232

1235

1238

1245

Slider

Plate

Hexagon screw

Lock nut

Tube

M 14 x 140 / 931-8.8

M 14-8

Ø 16 / 25 x 106

03.181.40.11.0

03.285.36.01.0

02.5022.09.80

02.5273.14.82

03.300.73.21.0

SSiilleenntt  bblloocckk  bbuusshheess

1410 Rubber roll Ø 20 / 40 x 80 02.1205.02.00

Bush Ø 20 / 80 x 80 03.113.90.11.0

Ø 25 / 80 x 80 03.113.90.05.0

1412 Bush Ø 40 / 80 x 80 03.113.94.04.0

1415 Slider 03.181.90.10.0
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Stabilizers8

U-Stabilizer (VBU)

FM

H

M = 700 - 750 Nm

1033
1032

1815

1820

1156

1817

1642

1643

1817
1168

1641

1645 1637

18 / 19

Rectangular section stabilizer (VBQ)

M 30  M = 725 Nm

M 30  M = 725 Nm

1815

L

1154

1168

1825

1820

1827

1821

1830

1852

1850

1843

1168

1840

1842

1156

1854
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Stabilizers 8  

U-Stabilizer (VBU)
Item DDeessiiggnnaattiioonn RReemmaarrkk BBPPWW  CCooddee  nnoo.. DDiimmeennssiioonn

1156

1168

Screw

Lock nut

03.340.15.26.0 M 30 x 130-8.8

03.260.15.01.0 M 30

1637

1641

1642

1643

1645

Lock nut

Bush

Shaped plate

Grease nipple

Hexagon screw

02.5220.10.82 VM 10 / 980

03.113.98.06.0 Ø 50 / 70 x 94

03.160.56.01.0

02.6802.03.50 AM 10 x 1 / 71412

02.5021.54.10 M 10 x 110 - 10.9

BBuusshh  ((  IItteemm  11881177  ))

1815 U-Stabilizer
(incl. item 1817)

05.114.98.18.0 FM = 900

05.114.98.19.0 FM = 980

05.114.98.20.0 FM = 1100

05.114.98.21.0 FM = 1200

05.114.98.22.0 FM = 1300

05.113.96.06.0 Ø 30 / 52.6 x 68

05.113.96.06.0 Ø 30 / 52.6 x 68

05.113.96.06.0 Ø 30 / 52.6 x 68

05.113.96.06.0 Ø 30 / 52.6 x 68

05.113.96.06.0 Ø 30 / 52.6 x 68

1817 Bush 05.113.96.06.0 Ø 30 / 52.6 x 68

05.113.96.05.0 Ø 30 / 60 x 68

BBuusshh  ((  IItteemm  11881177  ))

1820 Support
(incl. item 1817)

05.189.01.78.0 H = 120

05.189.03.97.0 H = 180

05.189.02.16.0 H = 275

05.189.03.99.0 H = 395

05.113.96.06.0 Ø 30 / 52.6 x 68

05.113.96.05.0 Ø 30 / 60 x 68

05.113.96.05.0 Ø 30 / 60 x 68

05.113.96.05.0 Ø 30 / 60 x 68

Rectangular section stabilizer (VBQ)
1154

1156

1168

Screw

Screw

Lock nut

03.340.15.15.0 M 30 x 150

03.340.15.21.0 M 30 x 160

03.340.15.20.0 M 30 x 190

03.260.15.01.0 M 30

1815 Torsion bar 03.123.15.01.1 L = 1020

03.123.15.03.1 L = 1100

03.123.15.04.1 L = 1220

03.123.15.05.1 L = 1320

03.123.15.06.1 L = 1420

1820

1821

1825

Support (right)
(incl. item 1825)

Support (left)
(incl. item 1825)

Bush

05.189.01.96.1

05.189.01.97.1

03.113.96.07.0 50 / Ø 90 x 34

1827 Washer 03.320.75.08.0

1830 Connecting rod 03.443.47.06.0

1840

1842

1843

Trunnion block assembly
(incl. item 1842 + 1843)

Bush

Sleeve

05.256.83.01.1

05.113.96.06.0 Ø 30 / 52.6 x 68

03.200.94.01.0

1850

1852

1854

Locking plate

Hexagon nut

Hexagon nut

02.5424.43.01 43 / 463

02.5205.30.04 M 43 x 2 / 936

02.5205.22.04 M 36 x 2 / 936
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Supports for VBT9

Supports for VBT

1400

1400

1402

1402
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Supports for VBT 9

Supports for VBT

IItteemm DDeessiiggnnaattiioonn
DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..FFiigg.. dd DD FFMM LL BB

69
B

L D

70

69
B

L D

12
5

69

69

B

B

L

L

D

D

12
5

12
5

a

b

c

d

d

d

d

d

VVBBTT

1400 Support

a

30

Ø 101

780 597 410 05.189.06.08.0

858 673 486 05.189.07.57.0

900 717 560 05.189.12.80.0

b 120 980 832 610 05.189.01.61.0

a Ø 101

980 797 610 05.189.05.74.0

1000 817 630 05.189.06.40.0

1024 841 654 05.189.07.17.0

1050 867 680 05.189.10.33.0

1100 917 730 05.189.05.73.0

1270 1087 900 05.189.07.62.0

1550 1367 1180 05.189.06.09.0

d

120

900 1098 560 05.189.03.51.0

c 980 1178 590 05.189.11.34.0

d
1044 1538 695 05.189.11.42.0

1044 1248 695 05.189.11.43.0

c

1100 1298 710 05.189.02.68.0

1150 1368 760 05.189.05.51.0

1200 1388 810 05.189.13.31.0

1300 1518 910 05.189.03.14.0

1380 1588 990 05.189.06.14.0

1400 1588 1010 05.189.02.81.0

d 1500 1708 1160 05.189.10.60.0

c

1500 1688 1110 05.189.10.91.0

1580 1778 1190 05.189.14.05.0

1600 1798 1210 05.189.07.14.0

1650 1850 1260 05.189.06.03.0

1780 1978 1390 05.189.06.04.0

B

D

H

X

B

D

H

X

f

e
d

d

VVBBTT  ((SSuuppppoorrtt  wweellddeedd  uunnddeerr  tthhee  aaxxllee  bbeeaamm))

IItteemm DDeessiiggnnaattiioonn
DDiimmeennssiioonn

BBPPWW  CCooddee  nnoo..FFiigg.. dd   DD BB HH XX

1402 Support

e

30
120

140 70 69 05.189.02.12.0

140 78 69 05.189.03.33.0

150
130 78 69 05.189.03.52.0

150 78 69 05.189.02.69.0

f Ø 127

130 70 69 05.189.04.54.0

164 70 69 05.189.02.10.0

175 78 69 05.189.04.94.0
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Lubrication and maintenance work10

Lubrication and maintenance work

5 4 5 51

232

2 2 21

OOvveerrvviieeww

Lubricate

Maintenance
in

iti
al

ly
a

ft
e

r 
2

 w
e

e
ks

e
ve

ry
 6

 w
e

e
ks

ev
er

y 
26

 w
ee

ks
(t

w
ic

e 
an

n
u

al
ly

) 
1)

1 Grease bearings (suspension type E).
(Not applicable in the case of rubber / 
steel bushes)

2 Slightly grease the slide elements / slide ends
of leaf springs.

- Visual inspections
Check all component parts for wear
and damage.

1 Check threaded bolts on equalizing beam
bearing for tightness.
- 12 t axle load M 42 x 3 M = 1100 Nm

13 t - axle load M 42 x 3 M = 1700 Nm
M 48 x 3 M = 1250 Nm

2 Check axle guide linkage screws for tightness
using a torque wrench.

M 30 M = 725 Nm
M 36 M = 1425 Nm

3 Check connecting rod clamping screws
for tightness.

M 12-8.8 M = 66 Nm
M 14-8.8 M = 140 Nm

4 Check spring U-bolts for tightness using
a torque wrench.

M 24 M = 600 - 650 Nm

5 Check slide elements for tightness.
M 14-8.8 M = 140 Nm
M 20-8.8 M = 320 Nm

1) under extreme conditions, with more frequency.

1)1)
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Notices
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